March 2022



WELCOME

« Hybrid meeting format - virtual and in-person
« Use chat room - moderator will read them
« Review website for more information (thelloyd4u.com)
 Public Information Meeting March 29t @ City View
» 5:00to 6:30 pm



MEETING PURPOSE

« Update on proposed intersection improvements

* Maintenance of Traffic (MOT) discussion

Construction Letting: November 2023



EAST SIDE PROJECTS



CROSS POINTE BOULEVARD

Major Intersection
Improvement

s s i SR N W R ¢ Dual displaced left
J B e (NP (4 turns with 1-69 ramp

modifications

{
R

=18

_&;;
it ¢
{

L
{

|
> L‘. e
V3R o SN
‘e
|l s i A
1 . 1111
‘lc‘ 2 I‘ >
3 e
f it

Lloyd EX’presszéy (SR 66) *

Considerations

Proximity to 1-69 ramps
Peak time delays
High crash rates

Heavy commercial
corridor




BURKHARDT ROAD
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Lloyd Expressway-(SR 66)

Major Intersection
Improvement

« Dual displaced lefts
Considerations

« Peak time delays
north and
southbound

Traffic backing up

Heavy commercial
corridor




STOCKWELL ROAD

Major Intersection
Improvement

-+ Eastbound displaced
left turn

Westbound
boulevard left turn

Considerations

*  Proximity to ramp
results in hybrid
solution

« Afternoon/evening
peak delays




VANN AVENUE

Minor Intersection Improvement
«  Right-in, right-out (restricted turn
movements)
Considerations
= « High number of rear-end crashes

— Lloyd Expressway (SR 66). ;¢
yrem— T <R ) ,'3#] 5 )

e : for eastbound drivers

Sight distance from Boeke overpass

Maintain pedestrian crossings
utilizing pedestrian overpass
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KEY MOT CONSIDERATIONS

« Maintain as many Lloyd through lanes as possible

« Major side street commercial corridors - especially at
Cross Point and Burkhardt

« High volume traffic both peak (commute) and off-peak

 Avoid disrupting logical pairs at same time — Cross
Point/Burkhardt & Stockwell/Vann



OUTCOMES

Mainline Lloyd Expressway

« Two lanes of through traffic EB and WB

* At least one lane for EB to NB lefts and WB to SB lefts
Side Streets (5-Lines)

« At least one lane of through traffic NB and SB

* One lane for SB to EB lefts and NB to WB lefts



WEST SIDE PROJECTS



PAVEMENT REPLACEMENT: Rosenberger to Wabash
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WABASH AVENUE

Minor Intersection
Improvement

* Improve and update
signal timing and
coordination with St.
Joseph Avenue

* (Close access to
Pennsylvania Street

Considerations

* High number of
westbound rear-end
crashes




ST. JOSEPH AVENUE

Minor Intersection
Improvement

« Reconfigure
southbound approach

Realign southbound left
turn lanes

Improve signal timing
and coordination with
Wabash Avenue

Considerations

« Commercial and
industrial corridor




BARKER/IGLEHEART

Intersection Modification

« (Close South Barker westbound
exit loop ramp

« Add South Barker traffic to north
Barker westbound exit ramp

+ Realign westbound entrance
ramp

« Upgrade eastbound Barker exit
ramp

Considerations

« Reconfigure ramps to improve
safety



CORBIERRE

Intersection Modification

« Relocate westbound
Tekoppel Avenue exit

- Reconstruct Corbierre from
Tekoppel to east of Addison

Considerations

* Increases ramp spacing

« Improves space for
changing lanes




ROSENBERGER AVENUE

Minor Intersection
ad Improvement

 Restricted right turns
with signal modifications

Extended turn lanes,
pavement upgrades

. Considerations

« High number of
westbound rear-end
crashes

Rosenberger Ave .?_.,_"

* Improves westbound
sight distance




BRIDGE REPLACEMENTS

Bridge Replacement over = Bridge Replacement = Pedestrian Bridge
Carpentier Creek over Tekoppel Ave. Replacement

Bridge Replacement over

CSX Railroad
Bridge Replacement
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ANTICIPATED CLOSURES

Minor access points to close:
N. 10™ Street at Lloyd staying open

Survey confirmed support for closures

28 F A N | AN o
. W T . ,-«_ I 3
»__..) f’la_nkziln t ) L~_.,_._<\‘( ; i VAN g 3 B \Wectiside v N
I i : Powersports —
o b »Q'u‘i!“m“‘ "*‘r z_ -
i‘,":' ] Redatss s I l-m
L s ueet Food Center; ;

—cJ'—)p
L

erst Haus m

“aL l‘..‘i - l'

"‘fhu L "‘.,, ' | 15 "v' ‘,‘HI !- FA F'“‘ gl :‘_‘!..,_.E R..W'W‘I‘i[mms,st-' West lerary

l"i"’. ,'b" 3a

AT Y £¥ BT N. 12th Street at diana Pennsylvania Street
S. Ingle Avenue at vy lfiabbgn 2T e e L Lloyd Expressway o at Wabash Avenue
Lloyd Expressway : — el 1 —
Pennsylvama Sisg %
CorbiérreAve , “f:'t*i T8 LU “, ks
LN T N. Lemcke Avenue at

= el Lo ':' t Rl CREE S ‘& , Lloyd Expresswa
!" ateed iy y Y y

N. 10th Street at
Lloyd Expressway

\ l‘l'




KEY MOT CONSIDERATIONS

 Lloyd has narrow footprint between Wabash and St. Joe

« Full pavement replacement from Wabash to
Rosenberger

« Lane additions west of Barker Interchange

« Must maintain access to Barker during ramp
modifications

« Accommodate pedestrian movements - residential
areas, Fall Festival, etc.



OUTCOMES

Mainline Lloyd Expressway
* Three to four lanes during construction
« Two in one direction and one in the other
Side Streets (S-Lines) Options
« Complete closure w/ minimal construction timeframe
« One way closure (construct half at a time)

 Phased construction - i.e., NB closure then SB closure



QUESTIONS



